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SOIL CONSERVAT 10N SERVICE

STANDARD AND SPECIFICATIONS
PUMP ING PLANT FOR WATER CONTROL (NO.)
STANDARD
Definition
A punping facility installed to transfer water for a conservation need, including

removi ng excess surface or ground water; filling ponds, ditches or wetlands; or
purmpi ng fromwells, ponds, streans, and other sources.

Pur pose

To provide a dependabl e water source or disposal facility for water management
on wetlands or to provide a water supply for such purposes as irrigation
recreation, livestock, or wildlife.

Condi ti ons Where Practice Applies

Wher ever wat er nust be punped to acconplish a conservation objective. It is
especially applicable for maintaining critical water |levels in existing
swanps, marshes, or open water and for providing water sources for newy
constructed wetl ands and ponds.

Design Criteria

The efficiency of units, type of power, quality of building, automation, and
accessories installed shall be in keeping with the value and inmportance of the system
and shall acconplish the conservation and environnental objectives.

Punp requi renents. The capacities, range of operating lifts, and general class and
efficiency of equipment shall be determ ned from appropriate technical studies. The
size and nunber of punps and their performance requirenents shall be determi ned on the
basis of the conservation requirements of the system The total head shall be
determined for critical operating conditions, taking into account all hydraulic |osses.
Automatic controls shall be included in the plans as required.

Power units. The power units shall be selected on the basis of costs, operating

condi tions, conservation needs, and objectives, including need for automation. The
power unit shall be natched to the punp and be capabl e of operating the pump
effectively within the range of operating conditions. The horsepower requirenments, punp
efficiency, and total head on the punp shall be computed.

Suction and di scharge pipes. The size of suction and discharge pipes shall be
based on studies of efficiencies and effects on costs and operations. The
arrangenent and | ength of discharge pipe shall be based on the need for recovery
of head through syphonic action, and for delivery of water in keeping with
conservation and environnental objectives. Gates, valves, pipe connections,

di scharge bays, and other protective works shall be installed, as needed, for
satisfactory plant operations.
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Bui | di ng and accessories. The design of the plant and associ ated housing, if required
shal | consider the need for protecting equipnent fromthe el enents, nalicious damage,
and fire_and the need for equipnent nmaintenance and repairs. The appearance of the
plant shall be in keeping with its surrolJ.nding environnent and its inportance or

val ue

The foundations shall be designed to safely support the | oads inposed. Sheet
piling or other nmeasures shall be used, as required, to prevent piping beneath
t he foundati on.

Punps may be nounted in the open, on piling, or in a well or pit

Suction bays (or sunps) shall be designed to conformto the hydraulic
characteristics established by the punp manufacturer

The di scharge bay or connection with distribution systemshall be anple to
meet hydraulic and structural requirements. Provisions for repair or renoval
of punps and engi nes shall be provided. Trash racks shall be provided, as
needed, to exclude debris and trash fromthe punp.

All structural features and equi pnment shall provide adequate safety features
to protect workers and the public against injury.

Pl ans and Specifications

Pl ans and specifications for constructing punping plants for water contro
shall be in keeping with this standard and shall describe the requirements for
properly installing the practice to achieve its intended purpose.
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